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Abstract 

Herein, we present a facile fabrication method to prepare the optically transparent, flexible and self‑cleanable 
poly(urethane acrylate) (PUA) superhydrophobic film. The low surface energy siloxane functionalization on the ther‑
mally activated µ‑patterned PUA/graphene oxide composite (S‑PG) was found to be a successful strategy to modify 
the PUA intrinsic hydrophilicity into superhydrophobic nature. The S‑PG film (with GO content of 0.1 wt%) repeatedly 
showed the water contact angle (WCA) of 149.82 ± 1° with excellent self‑cleaning property. Further, the fabricated 
film exhibited high optical transparency (80%) in the 400–800 nm wavelength region. Finally, the practical applicabil‑
ity of the fabricated S‑PG film was demonstrated by using the film as a protective layer for solar panel module. The 
power conversion efficiency (PCE) of the solar module with and without S‑PG superhydrophobic film was found to 
be 5.98% and 5.82%, respectively. The enhancement in the PCE performance of the solar module is attributed to the 
excellent optical transparent and less light reflecting nature of the proposed film.
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Introduction
A surface that exhibits a WCA more than 150° with 
a sliding angle (SA) less than 10° is commonly called 
superhydrophobic surface [1, 2]. Such surface is always 
self-cleaned by the enrolling water droplet and received 
significant attention in several applications, such as anti-
fouling, self-cleaning, anti-friction, oil/water separation. 
The optically transparent superhydrophobic film has 
been used as a protective layer in numerous electronic 
devices, solar cell panels, safety goggles, construction, 
stain-resistant textiles, microfluidics, biomedical devices, 
energy harvesting, aerospace, marine and automobiles 
industries [3–5]. Several years of research on superhydro-
phobic film have provided key understanding on the con-
trol parameters and material tailoring techniques [4, 6, 
7]. Among them, efforts have demonstrated that a com-
bination of microscale roughness in synthetic materials 
together with low surface energy could greatly improve 
the superhydrophobic nature of the material [7–9]. Over 

the years, several polymers, such as polyethylene tere-
phthalate (PET) [10–12], poly(methyl methacrylate) 
(PMMA) [13, 14], and polydimethylsiloxane (PDMS) 
[15–17] based superhydrophobic films have been 
reported by employing those above-mentioned tech-
niques. Although PUA has several attracting properties 
like biocompatibility, high deformability and excellent 
impact strength, UV-curability at ambient atmosphere 
and high transparency in visible light region, there is no 
report on the PUA based superhydrophobic film owing 
to its intrinsic hydrophilicity. The practical applicability 
of PUA as a superhydrophobic surface is met with limited 
success owing to its high surface energy. The intrinsic 
hydrophilicity of PUA can be modified by functionaliz-
ing the low surface energy materials by covalent surface 
functionalization. However, the chemical inertness of 
PUA makes its surface unfeasible for functionalizing with 
other reactive groups. Therefore, developing an effective 
and efficient method to create active functional groups 
on PUA surface is crucial for making its surface suitable 
for superhydrophobic applications.

Herein, we demonstrate in detail our successful 
attempt to fabricate the PUA based superhydrophobic 
film by employing the microarchitectures and surface 
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modification with low surface energy siloxane. Gra-
phene oxide (GO) was incorporated into PUA to cre-
ate several active functional groups on the inert PUA 
surface. The active functional groups play an important 
role during surface functionalization with low sur-
face energy materials such as siloxane. In addition, the 
active functional groups improve the chemical bonding 
between the PUA and low surface energy siloxane [18]. 
The fabricated film was characterized in detail by field 
emission scanning electron microscopy (FESEM) and 
Fourier transform infrared spectroscopy (FTIR) for its 
morphological and chemical analysis, respectively. The 
obtained results are consistent and confirmed the suc-
cessful formation of the siloxane functionalized PUA 
and GO composite (S-PG) superhydrophobic film. 
Finally, the fabricated film was used as a protection 
layer for the solar module to demonstrate the practical 
applicability of the fabricated film.

Materials and methods
Fabrication of the µ‑patterned SU‑8 mold
In a typical fabrication process, a 4 inch Si wafer was 
cleaned with standard piranha solution  (H2SO4:H2O2 
(2:1) for 20  min), deionized water and then dried with 
nitrogen stream. Subsequently, the Si wafer was dehy-
drated on the hotplate at 150 °C for 30 min. Next, 4 mL 
of SU-8 (Micro Chem Corp., SU-8, 3010) negative pho-
toresist was spin-coated on the Si wafer at 300  rpm for 
5  s, followed by 800  rpm for another 30  s to obtain a 
~ 20 µm thick resist layer. Then the film was exposed to 
ultraviolet (UV) light for transferring the mask pattern 
to the SU-8 layer. Subsequently, the SU-8 coated Si wafer 
was soft baked on a hotplate at 65 °C for 1 min and 95 °C 
for 10  min. Finally, the photoresist layer was developed 
by immersion technique in a developer solution (Micro 
Chem’s SU-8 Developer) for 5 min to release the µ-pillar 
structure (Scheme 1a).

Fabrication of the negative PDMS mold
The PDMS (Sylgard 184) base and thermal curing agent 
(containing a Pt-based catalyst) were purchased from 
Dow Corning Corporation (Wiesbaden, Germany). The 
negative mold of PDMS was made by a thermal cast-
ing method. The PDMS base and the curing agent were 
mixed with the weight ratio of 10:1 and then degassed 
in vacuum for 1  h. The mixture was then poured onto 
µ-patterned SU-8 mold (fabricated by photolithogra-
phy process) and cured on the hotplate for 4 h at 80  °C 
(Scheme 1b). The cross-linking polymerization occurred 
in the thermal casting process as shown in Additional 
file 1: Fig. S1.

Fabrication of the µ‑patterned PG film
The PUA + GO (PG) hybrid composite µ-patterned was 
fabricated by the mold transfer technique. Firstly, 0.1 wt% 
(1 mg/1 mL) of GO and 99.9% of PUA were ultrasonically 
dispersed for 30  min. Then, the mixture was heated to 
80 °C in the programable furnace and maintained at that 
temperature for 2  h. Subsequently, the PG was poured 
into the negative PDMS mold. Then, a flexible and trans-
parent poly (ethylene terephthalate) (PET) supporting 
film was attached to the mixture of PG. Next, a uniform 
PG layer was formed on the PDMS mold by mild roll-
ing a roller on top surface of the PET film. Finally, the 
PG coated PDMS mold was exposed to UV light with 
an energy of ~ 1620 mJ/cm2 for 10 h. After the UV treat-
ment, the µ-patterned PG film was removed from the 
PDMS mold (Scheme 1c).

Fabrication of siloxane functionalized µ‑patterned PG film
The low surface energy siloxane was functionalized on 
the thermally activated PG through PDMS chemical 
vapor deposition (CVD). In a typical fabrication process, 
the prepared µ-patterned PG film was attached to the 
glassware in an upside-down position and placed above 
the pre-polymer of PDMS coated Si wafer. The PDMS 
CVD was performed on a hotplate at 285  °C at various 
time to prepare the siloxane functionalized µ-patterned 
PG film. After the CVD, the prepared siloxane func-
tionalized µ-patterned PG film was ultrasonically 
cleaned with ethanol by the ultrasonication for 30  min 
to remove the unreacted siloxane from the surface of the 
µ-patterned PG film (Scheme 1d).

Power conversion efficiency of solar cell
The fabricated S-PG film was used as protection layer 
for the solar cell. The current–voltage (J–V) curves 
of the solar cell with and without the protection layer 
were characterized by a class AAA solar simulator 

Scheme 1 The fabrication process for superhydrophobic film of 
functionalized GO incorporated PUA composite (S‑PG)
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(WXS-155S-L2, WACOM, and Japan) with the condi-
tion of AM 1.5G, 100 mW/cm2 at room temperature. The 
PCE of the solar cells with and without the protection 
layer were calculated using the following equation:

where,  Pout and  Pin is the output and input power of the 
cell, FF is the fill factor, and  JSC and  VOC are the short-cir-
cuit current density and open-circuit voltage respectively. 
The fill factor was calculated by the following equation.

where,  JMP and  VMP are the current density and voltage of 
the cell at maximum power respectively.

Results and discussion
Morphology of the fabricated S-PG superhydrophobic 
film, was observed by the FESEM analysis. The low mag-
nified FESEM image shows several µ-pillars with uniform 
shape and size and microscale roughness of the fabricated 
film (Fig. 1a, b). The dimension of the fabricated film was 
~ 20 μm in diameter, ~ 20 μm in height and 70 μm in pil-
lar space, respectively. To further identify the important 
of GO for the functionalization of the siloxane group on 
the PUA surface, siloxane functionalization was also per-
formed with the pristine µ-pillar PUA film. Additional 
file 1: Figs. S2 and S3 show the elemental mapping of the 
siloxane functionalized µ-pillar PUA (S-PUA) and S-PG 
film. The elemental clearly reveals the uniform distribu-
tion of carbon, nitrogen, oxygen and silicon. The elemen-
tal mapping of pristine PUA does not showed any silicon 
distribution on the PUA surface. Whereas, the elemental 
mapping of PG film showed the presence of silicon indi-
cating the successful chemical functionalization of silox-
ane group on the surface of PG.

PCE =

Pout

Pin
=

JSCVOCFF

Pin

FF =

JMPVMP

JSCVOC

Further, the materials were characterized in detail by 
different techniques and the obtained results confirm 
the successful formation of the siloxane functionalized 
µ-patterned PUA film. The functional group on the sur-
face of the prepared films was analysis using FTIR spec-
tra as shown in Fig. 2. The FTIR spectrum of GO (Fig. 2a) 
showed an intense peak at 3445  cm−1 and other lower 
intensity band at 3300–2925  cm−1 and peaks at 1723, 
1583, 1400, 1206, 1124, 836 and 616 cm−1. These peaks 
corresponded to the –OH groups, the stretching of –OH 
and C=O in carboxylic acid groups, the aromatic ring 

Fig. 1 Field emission scanning electron microscope (FESEM) images of the siloxane functionalized μ‑patterned GO incorporated PUA hybrid 
superhydrophobic film at (a) lower and (b) higher magnifications

Fig. 2 The Fourier transform infrared (FTIR) spectra of (a) GO, (b) PET, 
(c) PUA film, (d) GO incorporated PUA composite film (PG) and (e) 
siloxane functionalized GO incorporated PUA composite film (S‑PG)



Page 4 of 6Hou et al. Micro and Nano Syst Lett            (2019) 7:12 

stretching, –OH bending in phenol, C–O stretching in 
phenol, C–O stretching in C–O–C, epoxy stretching and 
OH out-of-plan bending, respectively. The bands and 
functional groups of PET (Fig. 2b) were confirmed corre-
sponding to the commercial PET film reported in the Ref. 
[19]. After the PUA was deposited on the PET film, peaks 
and bands at 3337, 1850–1650 and 1250–1100  cm−1, 
assigned to the N–H stretching of aliphatic primary 
amine, C=O stretching vibration of urethane bond and 
C–O stretching of aliphatic, respectively (Fig.  2c). It 
indicates the formation of urethane linkages. In addi-
tion, even though there was a band at 1643–1614 cm−1, 
it was attributed to the stretch vibration of C=C due to 
the PET film, further indicating that the PUA was fully 
cured. With the addition of the GO, the intensity of the 
peaks, including –OH (3624, 3541, 3429 cm−1), –COOH 
(3102–2806, 2300–2000 cm−1), C=O (1850–1650 cm−1), 
were significantly increased (Fig.  2d). With the siloxane 
functionalization via PDMS CVD, the S-PG (Fig.  2e) 
showed C–H antisymmetric stretching (ν(as)(CH)) and 
C–H symmetric stretching (ν(s) (CH)) peaks of Si(CH3)2 
groups at 2970.4 cm−1 and 1257.6 cm−1, respectively [20, 
21]. In addition, the bands were observed between 1000 
and 1100  cm−1 representing the stretching of Si–O–Si 
(ν(Si–O–Si)), which were characteristic of a PDMS poly-
meric network. Characteristic peaks at 1014.6 cm−1 and 
1072.4  cm−1 were associated with ν(Si–O–Si) peaks in 
the cyclic-D3/D4 and linear siloxanes, respectively [22]. It 
indicates that the siloxane functionalized surface has the 
same chemical properties as the PDMS elastomer.

The water contact angle (WCA) measurement was 
performed to confirm the successful hydrophobiza-
tion of the PUA surface by PDMS CVD. The volume of 
the water droplet used for the analysis was ~ 5  μL and 
the distance between the sample surface and the water 
droplet is 10 mm. As shown in Fig. 3, the WCAs of the 
S-PG films increased with increasing the pillar distance 

and reached the maximum value for the µ-pillar pattern 
with space of 70 μm and then decreased. The WCA was 
found to be 149.82 ± 1°. It indicates that the wetting state 
was changed from Cassie–Baxter’s state to Wenzel’s state 
at the critical µ-pillar space of 70 µm for the as fabricated 
film. The water advancing contact angle (WACA), water 
receding contact angle (WRCA) and sliding angle (SA) of 
S-PG film were further measured. Additional file 1: Fig. S4 
shows the WACA, WRCA and SA of the fabricated S-PG 
film at different µ-pillar distance. The WACA of the fabri-
cated film was found to be 143.86 ± 0.45° when the pillar 
distance was 40 µm. Then, it was increased with increas-
ing pillar distance, reached the value of 155.5 ± 0.3° for 
the film with pillar distance of 70 µm and saturated with 
further increasing the pillar distance. The WRCA of the 
fabricated film at 40 µm was ~ 121.25 ± 0.82° and attained 
maximum value of 143.4 ± 0.6° at 70 µm, then decreased 
to 91.02 ± 1.62° when the pillar distance increased to 
90  µm and above. The SA of the as prepared film rap-
idly increased starting from the pillar distance increased 
from 80 to 90  µm and attained the maximum value of 
60.3 ± 0.6° and then saturated. Finally, the SA showed 
a slightly increased until the pillar distance increased 
to 120 µm. This could be due to lack of formation of air 
pockets at pitch values ranging from 90 to 120 µm. Fur-
thermore, to effectively demonstrate the role of µ-pillars 
on the improved superhydrophobicity, we have pre-
pared the flat surface PG (F-PG) film and functionalized 
with the siloxane using the same fabrication method as 
described in the previous section. Additional file 1: Fig. S5 
shows the WCA of the siloxane functionalized flat surface 
PG (S-F-PG) film, which was found to be ~ 97°.

To demonstrate the practical applicability of the pro-
posed transparent superhydrophobic film, the as fab-
ricated SP-G film was used as a protection layer for the 
home-made solar cell module (insert of Fig.  4). A piece 

Fig. 3 The static water contact angle (WCA) of the siloxane 
functionalized GO incorporated PUA (S‑PG) composite film as a 
function of µ‑pillar distance

Fig. 4 J–V characteristics of the solar cell module with and without 
siloxane functionalized GO incorporated PUA composite film (S‑PG) 
superhydrophobic film with µ‑pillar distance of 70 μm



Page 5 of 6Hou et al. Micro and Nano Syst Lett            (2019) 7:12 

of the as-fabricated S-PG film was cut to cover one solar 
cell of the module as shown in the red dashed box. The 
high transmittance of the film was confirmed by the clear 
appearance of the underneath solar cell module. The 
photovoltaic performance of a solar cell module with and 
without the as fabricated S-PG as protection layer was 
evaluated. The current–voltage (J–V) curve were shown 
in Fig.  4 and the calculated PCE values were shown in 
Table  1. The PCE value of S-PG superhydrophobic film 
protected solar module was ~ 5.98%, which showed 
improved PCE performance comparing to that of bare 
solar cell module (5.82%).

The enhanced performance of the S-PG-protected 
solar cell module is attributed to the high optical trans-
parency and less light reflecting nature of the proposed 
film. The high transmittance of the film was confirmed by 
the clear appearance of the underneath solar cell module. 
The high transparency and less reflecting nature of the 
proposed superhydrophobic film was confirmed by the 
ultraviolet diffused reflectance spectroscopy (UV-DRS) 
analysis. The UV-DRS spectrum of the fabricated S-PG 
film recorded in the % transmittance and reflectance 
mode between 400 and 700 nm are shown in Additional 
file  1: Fig. S6. The fabricated film was showed the opti-
cal transparency more than 80% and reflectance lower 
than 10% in the visible light region. The UV-DRS analy-
sis clearly reveals the high optical transparency and low 

reflectance of the proposed film. The improved PCE per-
formance of the S-PG protected solar module could be 
explained based on the following lines. The µ-patterned 
film has good light trapping effect made by the peri-
odic vertically aligned micropillar on the surface, thus 
decreasing the light reflectance. As shown in Scheme 2a, 
when light incidents the bare cell, a large fraction of light 
is directly absorbed by the solar cell while a small frac-
tion of light is inevitably reflected. However, since the 
high transmittance of the S-PG film, a large fraction of 
the light transmits from air into the S-PG film reaching 
the solar cell while a small fraction of the light is reflected 
onto the neighboring µ-pillars when the light incident 
at different angles (Scheme 2b). Then, the reflected light 
enters the µ-patterned film again and most of them is 
transmitted to the underneath solar cell, which improves 
the usage of the light and thus increasing the total 
absorbance of the solar cell. Thus, the solar cell covered 
with the µ-patterned film would absorb more light than 
the bare solar cell. The increase of the PCE value with 
the microstructure patterned protection film was also 
recently reported [23–26].

Conclusions
In conclusions, we have fabricated optically transpar-
ent, flexible and self-cleanable PUA superhydrophobic 
film by siloxane functionalization through PDMS CVD. 
The fabricated siloxane functionalized GO incorporated 
PUA composite film showed high WCA of 149.82 ± 1° 
with an optical transmittance of more than 80% in the 
400–800  nm wavelength region. Final the fabricated 
the superhydrophobic film was used as protection layer 
for the home-made solar cell module. The solar module 
protected with the fabricated superhydrophobic film 
showed improved performance owing to the high opti-
cal transparency and less light reflecting nature of the 
material.

Table 1 Photovoltaic characteristics of  the  solar cell 
module covered with  and  without fabricated siloxane 
functionalized GO incorporated PUA composite (S-PG) 
superhydrophobic film with µ-pillar distance of 70 μm

Solar cell module Jsc (mA cm−2) Voc (V) FF PCE (%)

Bare 24.15 0.50 0.48 5.82

S‑PG protected 21.56 0.48 0.57 5.98

Scheme 2 Schematics of light incidents the a bare solar cell and b µ‑patterned high transmittance film protected solar cell as well as its trapping 
effect
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Supplementary information
Supplementary information accompanies this paper at https ://doi.
org/10.1186/s4048 6‑019‑0090‑9.

Additional file 1: Fig. S1. The PDMS cross‑linking polymerization reac‑
tion. Fig. S2. Elemental analysis of the fabricated µ‑patterned siloxane 
functionalized PUA (S‑PUA). (a) Electron micrograph of µ‑pillar top surface, 
elemental mapping of (b) carbon, (c) nitrogen and (d) oxygen. Fig. S3. 
Elemental analysis of the fabricated µ‑patterned siloxane functional‑
ized PG (S‑PG). (a) electron micrograph of µ‑pillar top surface, elemental 
mapping of (b) carbon, (c) nitrogen, (d) oxygen and (e) silicon. Fig. S4. 
The water advancing contact angle (WACA), water receding contact 
angle (WRCA) and sliding angle (SA) of the siloxane functionalized GO 
incorporated PUA composite (S‑PG) film as a function of µ‑pillar distance, 
(n = 5, mean ± standard deviation). Fig. S5. Photograph of a water droplet 
on the surface of the siloxane functionalized flat PG (S‑F‑PG). Fig. S6. The 
UV‑DRS spectra of the fabricated siloxane functionalized‑µ‑patterned PG 
(S‑PG) film.
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